
        PLC 27 055.5 Sensor Assembly 
                                                               

 
 

1) PREPARE SENSOR ASSEMBLY.  PLACE A 
DROP OF BLACK LOCTITE 380 INSTANT 

ADHESIVE CENTERED ON THE MIDDLE 

TOP AND BOTTOM OF THE INFRA-RED 
SENSOR (PRC300S) AS09.  SLIDE THE 

SENSOR THROUGH THE MIDDLE HOLE 
ON THE SENSOR BRACKET (PL27 055.4) 

RACK 7 SO THE SENSOR “EYE” IS 2/16”  

EXTENDED PAST THE COUNTERSUNK 
SIDE OF THE BRACKET.  THE 

COUNTERSINKING ALLOWS MORE 
LIGHT TO REACH THE “EYE.”  ONCE THE 

LOCTITE IS DRY, CONNECT (2) FEMALE 

FASTONS (PRT302) TO THE RED AND 
YELLOW WIRES ATTACHED TO THE 

INFRA-RED SENSOR. 
 

2) PLACE SENSOR AND SENSOR BRACKET 
INTO SIDE HOLES ON BOTTOM MOTOR 

COVER AND SECURE WITH (2) 10-32 X 

1 BHCS AND (2) 10-32 KEPS HEX NUTS 
ON INSIDE.  TIGHTEN WITH NUT 

DRIVER. 
 

3) FROM HARNESS BAG WIRE HEAT 

BOARD AS FOLLOWS:  T3 = 18 GAUGE, 
14” BLACK, T4 = 18 GAUGE, 10” WHITE 

T6 & T7 = 12 GAUGE, 12” BLACK ON EACH.  T10 = YELLOW SENSOR 
WIRE, AND T11 = RED SENSOR WIRE. 

 

  

EYE OF SENSOR EXTENDS 
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INFRA-RED SENSOR AND HEAT BOARD WIRED  


